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SLIMLINE MULTI - INSTALLATION GUIDE

Installation instructions for a multi-point lock
mechanism & euro din mortice latch.

TOP BOLT

IMPORTANT
There are hundreds of different types of
multi-point lock mechanism, these instructions will apply to most but not all locks.

CABLE

SPINDLE

Before fitting, carry out the compatibility test
as detailed in sheet 2.
The lock will fit doors between 35mm and
65mm in thickness. If your door is thicker then
purchase a longer 8mm spindle.

LOWER BOLT

Please use these instructions in conjunction
with the enclosed user manual.
Video Install guide:
https://bit.ly/smart-lock-channel

OVERVIEW
The keypad is secured by two bolts that fix
through the door. The lower bolt will pass
through the existing hole for the keyed
cylinder. The top bolt can use an existing hole
in the lock case or a new hole can be drilled.
A new hole for the cable may be required and
this should be above the lock case or use an
existing hole.

STEP 1
Remove both handles and the keyed euro
cylinder from the door. Leave the spindle in
place. Apply masking tape to both sides of the
door. Mark the spindle centre on both sides.
Be sure to perform the compatability test
as per instruction sheet 2 before going any
further.

STEP 2
Remove the spindle and then remove the
multipoint from the frame. It is held in place by
several screws along its length.
Place the multipoint on a flat surface.
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STEP 3
Align the template, sheet 1, with the spindle.
The top hole is for the fixing bolt and the lower
hole is for the connector cable. This multipoint
has a channel, others may have holes in the
lock case. Mark on the template where these
holes should be located. Both holes need to be
within the two dotted lines.

STEP 4
Offer the template to the door aligning with
the spindle. Mark the positions of the 2 holes
on both sides of the door. In this instance the
existing hole can be used for the cable. A new
hole will have to be drilled above for the top
fixing bolt. Keep these holes as far apart as
possible but within the dotted lines.

STEP 5
It is important to drill the correct size diameter
holes in the door. The spindle hole needs to
be 25 mm as there is a split pin that must turn
freely. The cable hole between 25mm & 30mm
as the cable plug has to be pushed back into
the door cavity. (see step 12) The top screw
hole should be 10mm.

STEP 6
Drill the holes on both sides of the door. A step
drill is recommended for this. It is important
that the cable hole is big enough to allow for
any excess cable and the plug to be pushed
back inside the door cavity. Be aware that
there may be steel plate behind the plastic.

TOP STUB
HAND TIGHT

SPLIT PIN

LOWER STUB
TIGHTEN

STEP 7
Remove the masking tape from the door.
Fit the multipoint lock mechansim back into
the door.

STEP 8
Make sure that the arrow on the spindle receptor faces the handle. If the handle is pointing
in the wrong direction then using a Philips
screwdriver, remove, rotate and tighten.
Fix the rubber gasket to the rear of the keypad.

STEP 9
On the rear of the keypad, fit the correct
length* of spindle for your door thickness,
use the split pin to keep it in place. Insert the
16mm sliding screw into the 50mm slot and
hand tighten the 35mm stub.
Fit & tighten the lower stub.
*60mm spindle = 44mm to 55mm
*80mm spindle = 45mm to 65mm

STEP 10
Offer up the keypad carefully to the door.
Make sure that the top stub is aligned properly,
adjust if required and tighten. Locate the
spindle through the lock case.Thread the bolt
& cable through the holes. Make sure the split
pin does not rub against the hole.
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STEP 11
On the inside of the door, attach the cable
extension piece.

STEP 12
Push any excess cable and the plug back
through the hole into the door frame cavity.
If necessary enlarge the hole.

STEP 13
Slide the spindle sleeve over the spindle.

STEP 14
On the internal lock body, remove the battery
cover plate using a Phillips screwdriver. Offer
up the lock body, threading the cable through
the battery holder slot. Locate the handle on
the spindle.

STEP 17
Insert 4 x AA batteries (not included)
The lock will broadcast this message,
“Please add a Bluetooth administrator”

STEP 18
Fit the battery cover plate and secure with
the screw.

Be careful not to damage the cable or plug.

STEP 15
There are a selection of M5 fixing screws for
different thickness doors. The 70mm screw is
usually for the lower hole and the 50mm for
the upper hole which is located through the
battery holder.

STEP 16
Connect the cable to the plug located at the
top of the battery holder.

If it does not, check the batteries and cable.

Lift the handle to throw the deadbolt, hooks/
bolts.

The Slimline lock is self locking.
When you pull the door closed, it will be locked on the
spring latch.
Lift the handle up from the inside or outside to throw
the deadbolt, hooks or bolts.
A key is no longer required to lock the door.
Please keep the backup keys in a safe place, not in the
property.

STEP 19
Test the lock. Insert the key and turn. Pull the
outside handle down, make sure the deadbolt,
hooks/bolts all retract fully.
Remove the keys and store in a safe place, not
in the property! We offer key blanks should
you wish to get spares cut.

STEP 20
Carefully peel the protective film from the
keypad.
Please refer to booklet 4 for instructions on
how to setup the IOS & Android smartphone
app.

Prefer to watch a video?
Check out our YouTube channel
https://bit.ly/smart-lock-channel

